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Yantai Jiangtu Mechanical Equipment Company is a leading
manufacturer for excavator attachments in China. All
products’ quality are strictly under control from processing to
delivery. By continuous innovation and improvement, the
company has got ISO 9001, CE certifications and technical
patents successively. Our products have been sold to
domestic and oversea customers including Russia, Japan,
Korea, Malaysia. India. Australia, Isreal, etc, and long term
partnerships have been developed.

Our mission is Quality first, Service foremost, and
Innovation paramount. Uncompromising commitment to
high quality and thoughtful service wins us a good
reputation and more coming partners. And we will keep on
improving the products to better serve the world market. We
are looking forward to working with you!
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WARPE1ETE 83
DOUBLE-LOCKING QUICK HITCH COUPLER

ERYR

B R SIZHE

FaiR

WRERLUMFE—K , ZLRYBNBSE , EFREFHERFA,

Applications
All models of excavators

Main features
One manual and one auto-locking safety system,doubled safety and longer operation life.

#3l Category

T{EER oIl pressure bar 25-300 25-300 25-300 25-300 25-300 25-300 25-300
W EEFE & Operating flow lbm  15-25 15-25 15-25 15-25 15-25 15-25 15-25
1& A Carrier ton 1.5-3 4-6 6-9 12-16 17-23 29-36 30-40
L3 E 42 Pin diameter mm 20-40 40-45 45-60 60-70 70-80 90-100 100-110
BE Weight kg 25-40 50-75 70-110 180-250 300-400 550-650 650-800

AR BE N i TNE TS &8
DOUBLE-LOCKING MECHANICAL QUICK HITCH COUPLER

EAMR

1.5- 255 HEH

RIS

o RRMIEEIEK , RWALAIE ;
e NRINER L,

Applications
Fit 1.5 ton to 25 ton excavators

Main features
e | ong stroke for different pin center distances, lower procurement cost.

e Double locking safety system, much safer.

2£5l Category

iEFZ# Carrier ton 1.5-3 4-6 6-9 12-16 17-23
4B FR Pin diameter mm 20-40 40-45 45-60 60-70 70-80

EE Weight kg 25-40 50-75 70-110 180-250 300-400
YH3E{TFESEAE Stroke range mm 90-160 220-320 220-350 350-450 420-550
EfFMERESENLERFREERITEMZN , FRAWSHARS , MIBEMSABEBTIEN. 01

ThL. specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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hiE 35 HMTTUES
ROTATING WOOD GRAPPLE

RIEIRIRIETEES
QUICK HITCH COUPLER

LZEHBENEE.

FE, #2

Strong safety pin

at accurate position.
ERXSR
MAS . MAHHZ
512

o M+SEARRIZEINGE I HEESUNT 2 & ;
o IRIEFWKAIMMEE , FMATEM3+2,4+43,5+4;
o BB IRIZRATEESUNT REFMIRKER. &RE  BReRE | R1ES EERE,
Application

P TYPE H TYPE

Wood and other large scraps handling, moving, loading and organizing.

B
A .
—f— Main features
d HOBIERERFA | £ :
ol T Eﬂ'ﬁ%ﬁ gﬁi;iﬁgﬁifﬁ% e Driven by M+S Imotor with brake vlralve; cylinder with USA safety valve(USA SUN brand).
ey —ri] Reinforced cylinder with High-abrasive front e 3+2, 4+3, 5+4 fingers for your option
I(Qﬁ?t%&!n?ffﬁrand} tiger mouth design. e Throttle, pressure reducing valve, relief valve (all the valves are USA SUN brand)are in electrical

and hydraulic control system, making it safer and much more stable and durable in use.

27l Category JT-mini

BKBC  Length C mm 300-450 520-542  581-610 760 920-955  950-1000  965-1100 1005-1150

MEEB  WidthB mm 150-250 260-266  265-283 351-454  450-483 445493 543-572  602-666

BEEG  Height G mm 225-270 312 318 400 512 512-540 585 560-615

INEEFFRYA Arm width A mm 82-180 155-172  181-205 230-317 290-345  300-350 345-425  380-480

oM EED Pins center distance MM 95-220 220-275  290-350  350-400 430-480  450-505 485-530  520-630

mg@ Pin diameter mm 20-45 40-45 45-55 50-70 70-80 a0 90-100 100-110 $1§ Unit

SHELRLYEREEE Cylinder stroke E~ mm 95-200 200-300  300-350 340-440  420-510  450-530 460-560  500-650 J& [0 R <J Max jaw opening mm 1300 1400 1800 2300 2500 2500

L TiMEIEEF Yertical pins center  mm 170-190 200-210  205-220 240-255 300 320 350-370  370-380 TAEEF oil pressure kg/cm® 110-140 120-160 150-170 160-180 160-180 180-200
EE Weight kg 30-40 50-75 80-110  170-210  350-390  370-410 410-520  550-750 W B Necessary flow Ipm 30-55 50-100 90-110 100-140 130-170 200-250
TI{EEH Working pressure kgflem®  30-400 30-400 30-400  30-400 30-400 30-400 30-400 30-400 SHELZS & Max. cylinder force ton 4,02 4.5*2 8.0*2 9.7°2 12*2 12*2
WEFTE Necessary flow [ 10-20 10-20 10-20 10-20 10-20 10-20 10-20 10-20 BE Weight kg 320 390 740 1380 1700 1900
ERTFIEHIERL Excavator ton 1-4 4-6 6-8 12-16 18-25 25-26 26-30 30-40 IEFIEHIESL Carrier ton 4-6 7-1 12-16 17-23 24-30 31-40
02 EfSEREZEENESRARESRIEMES , FRAWMMHARTS SRS FBERITEA. RESERIESENESRAEEERIAMERD , FRARBSAFRS Sl TBRTiEA. 03

The specifications may vary with different excavators and are subject to change without prior notice for products improvement. The specifications may vary with different excavators and are subject to change without prior notice for products improvement.




3
fI..j..'-'E%q; www.jtattach.com

hiE 5 IMB(EW)E3

ROTATING STONE/
SCRAP STEEL GRAPPLE

ERNR
MER. KBAZSEEAT , TUKH
B

o M+SEIXTHRIZEINEE MELFEESUNZ 2T 5 |

o IRIEFHKETMINEEEY , TR EM3+2,4+3,5+4 ;

o BIEMRERATEESUNDRBIAER. BRE  EXLRE  BIEDEMRERR.
Application

Stones, steel and iron scraps demoliting, Scrap handling, Cleaning, Moving, Loading,

Sorting and Organizing materials in order.

Main features
e Driven by M+S motor with brake valve; cylinder with USA safety valve(USA SUN brand).
e Custom service is available.(3+2, 4+3, 5+4 fingers for your option)

e Throttle, pressure reducing valve, relief valve (all the valves are USA SUN brand)are in electrical and
hydraulic control system, making it safer and much more stable and durable in use.

BEE weight kg 300 390 740 1380 1700 1900
F[R~ Max jaw opening m/m 1300 1400 1800 2300 2500 2500
T{EEA Oil pressure kglem® 110-140 120-160 150-170 160-180 160-180 180-200
I8TEES] Set up pressure kalem® 170 180 190 200 210 250
T{EifitE Operating flux lpm 30-55 50-100 90-110 100-140 130-170 200-250
IEFRIZHIERT carrier ton 4.6 T 12-16 17-23 24-30 31-40

04 RUHEREZEENESRAERERIBME , FRAWIHFRSD , SRS FBE5TEA.

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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hiE 35 FR TUHMNITUES
ROTATING LIGHT WOOD GRAPPLE

Applications

ERANSR
Light duty job like waste handling cleaning and organizing.
MASL |, MBI, Mg_ i ‘:J 2 HARTRIEEANR
ain features
FmigR
o M+ ST k=R ETHAL T S EESUNZ 2 & ; e Driven by M+S motor with brake valve; cylinder
o IRIETE KA INER R | with USA safety valve(USA SUN brand).

o B IRBRASEESUNDS RI@AURER. 2S5 , e Throttle, pressure reducing valve, relief valve (all

BLLEE , BIESEHEERE, the valves are USA SUN brand)are in electrical and
hydraulic control system, making it safer and much

more stable and durable in use.

e Custom service is available.

#73l Category
IEdEfE Rotation angle 360 360 360 360
T{EE7I Oil pressure bar 110-140 120-160 150-180 160-180
TEifi & Operating flow Ipm 30-55 50-100 90-110 100-140
EFEH Carrier ton 4-6 6-9 12-16 17-23
FF#%A  Open width mm 1200 1350 1600 1900
BB Height mm 1250 1380 2000 2200
gZEC  Width mm 480 510 580 650
ZED  Height mm 820 1000 1250 1500
= Weight kg 240 340 850 1100
i
BIUMME3 0%~ 90
BT S5 :\. / /,/—— p S — '\_/__"‘-\\ %
LIGHT WOOD GRAPPLE T>_® /, W\

245l Category JT-MINI JT-MINI JT-MINI JT-02

A mm 930 1299 1299 1370 1520 1880 1900 2530
T{EEF Oil pressure bar 100-130  100-130  100-130  110-140  120-160 150-170  150-170  160-180
i& FA¥Z1, Excavator weight  ton 1.5 ) 4 5 8-10 11-13 14-16 20-26
BE Weight kg 85 190 200 290 380 420 540 860

B SUEREZENESRAERRERTEMZE , Fafidiadftfs eI~ B35TEMN. 05

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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N038 3 DEMOLITION GRAPPLE

ERRR ) -
—EEERRNIRNENRIFE , BRNED T ESRERYINRE, & & & i
=T ECCENTRIC PIN HYDRAULIC GRAPPLE

o K/RMEEILLA—EME ;
o MERMIRIT , BME , FREEA |

: ) EENR
o M+ SEIATRIFEINEE RFIFEESUNZ 2 ; Ebk , SRS, FL.
o BERRRGHRESUNSRHAER, $h , BEReHRE i

BTG SRR,
Application

EHIETRL RE |, FIVEmEE.

Demolition of solid structures, Scrap handling, Cleaning, Moving, Loading, Applications

Sorting and Organizing materials in order. Widely used in waste recyle yards, gradens and mines.

. Main features
Main features

Eccentric pin design making pin center distance
adjustable.NM400 steel.

e Capable of grabing materials of different sizes in bulk.
e Abrasion resistant steel, durable in use.

e Driven by M+S motor with brake valve;cylinder with USA safety valve
(USA SUN brand).
e Throttle, pressure reducing valve, relief valve (all the valves are USA SUN

brand) are in electrical and hydraulic control system, making it safer and
much more stable and durable in use.

23l Category

BE4SFE Rotation angle 360 360 360 360
T{£/EH Oil pressure bar 110-140 120-160 150-180 160-180 27| Category JT-MINI JT-MINI
T{Ei#E Operating flow Ipm 30-55 50-100 90-110 100-140 A mm 610 750 807 890 1225 1530
iEFEH Carrier ton 4-6 6-9 12-16 17-23 B mm 670 900 1000 1087 1320 1680
FF#4A  Open width mm 1150 1200 1550 1850 C mm 404 400 492 542 620 820
fmEB  Height mm 860 860 1100 1350 T1EES Oil pressure bar 80-110 80-110 110-140 120-160 150-170 160-180
EmgC  Width mm 550 600 700 950 {EFRIEH Excavator weight ton 1.5 3 5 8 12 20
T2 Weight kg 280 350 950 1350 EE Weight kg 130 280 300 370 660 1060
BASERESENAS RAREERTEMES , FRAMBATHES , SUENEABRTiE. BESIBRIESIEN RS RAEISER TEMZD , FRRMEHARS | SUENHF B TE,
06 07

The specifications may vary with different excavators and are subject to change without prior notice for products improvement. The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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RIER
HYDRAULIC GRAPPLE BRIEFS
HYDRAULIC PLATE COMPACTOR

EEES Applications:
ARSI SRR g s A el i
BRI . S, Main features gfgﬁ%ﬁﬂeﬁﬁ},ﬂﬁ&ﬂ%ﬁﬂﬁ?% , TR B R,
Wa = Mittunctienal andicasy ionermi HOME , AT, 2RE, ZENZLE  BIERE.
o IRVESELINENEE ¢ e Equipped with balance valve (USA SUN brand),
N P e safe and high efficient. Application
o HEIHRESUNTFHR SR  ERSUXES | e Easy installation.(share the same pipes with breaker) Leveling of high-speed way and railway slopes, JEiﬁEIEﬁit, T ———
o xR BRREIRFEER | e Custom service is available. (3+4 fingers/5+4 fingers roads, construction sites and building floors. PERMCO motor,stable and
o REBRTM3+4, S+AZTRARERABE, for your option.) Main features P
Imported bearing (Japan) throttle (Italy) “ _/
and safety valves(USA), stable and ' 6
high efficient performace.

FREHOMZ SR, BIEAE.
Imported relief valve protecting
motor well.

R RIR B AT A,
Long service life rubber pads.

BB Height mm 750 930 1000 1100
FUER Widtch mm 550 700 900 900
7577 Impulse force ton 4 8.5 1 15

R Eh 4722 Vibration frequency pm 2000 2000 2200 2200
SR 2 ol flow I/min 45-85 85-105 120-170 120-170
JE7} Operating pressure kglem’ 100-130 100-150 150-200 150-200
¥TTHE#H Bottom measurement mm 9007550 1160*700 13507900 150071000
TR weight kg 550-600 750-850 900-1000 1100-1300
EREZHLMRL carer ton 4-10 12-16 18-24 30-40

#7l Category

TYEEA Oil pressure bar 80-110 110-140 120-160 150-170 160-180
T {FifiE®E Operating flow lpm 25-40 30-55 50-100 90-110 100-140
1& A2 Carrier ton 1.5-3 4-6 6-9 12-16 17-23

FF#4A  Open width mm 960 1200 1600 1800 2200

EREB  Height mm 900 1160 1360 1575 1880

sEEC  Width mm 270 425 480 560 695

== Weight kg 65-150 120-150 150-180 400-550 650-800

BRSIERERRNESRFRRSERIERMTS  FRANMHA RS , QRN FEBTEN. BiASIERIESENASRARRERIEMZE , FRFEEHTHRS , SiEEAEBTE. 09

08 The specifications may vary with different excavators and are subject to change without prior notice for products improvement. The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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=12 -R /=8 HYDRAULIC CRUSHER PR
ORANGE PEEL GRAPPLE IEAR @ O *\{
IR TIRE | WEIRBRERE.
EAMER R
e w MUER. Y. iR o JFiEAIRIANMA00-500fi BE4R ; miFE ; HEEEAIK
;5 ‘ : ¥ » : NIBES  F2%EN.
"o \ o ] & N3 60 LRIV AL,
o {HIMEIT R IERER ; Application

o {EiFIZEFANMA00-5007 R ;
o EAGMGIK ; MFENEX
o D18 IN3 60 EEINAE.

Application
Steel scraps, wastes handling, loading and unloading.

Can be used to demolish buildings and constructions.
Main features

e Material Hardox 400-500; High precision; more durable in use.
e 360°rotation function available.

) A mm 300 630 630 850 1050 1100
Main features B mm 835 1400 1400 1800 2200 2300
e Using NM500 steel and all pins are heat treated making our grapple TEFEFIF 1 Crushing force ton 18 24 34 640 84 92
with a very long service life and high carrying capacity. BE®EAIF 2 Crushing force ton 25 51 51 90 127 142
e 360°rotation function available. FE#EIF 3 Crushing force ton 65 141 141 28 300 350
TEEF Oil pressure MPa 21 20-25 20-26 25-30 25-30 25-30
1EA1ZH] Excavator weight ton 1.5-3 4-6 7-10 12-17 18-27 28-38
E5 Weight kg 200-210 550-600 600-650 1200-1300 1800-2000  2200-2300
ERTS @ mm 14 16 16 25 30 35

£¥il7] B2 HYDRAULIC SCRAP SHEAR

EAXR

SN  BTEW  RESE LI,

LET=

¢ JIF ik FAIRIANMA400-500Mi B4y ; fitF ; BEHK ;
MIBES  ~3LH.

o A 1 IN3 6 0 LR INAE,

Application

widely used in steel scrap and scrap car factories.

Main features

e Material Hardox NM400-500 steel. Durable in use, high level
machining precision and high breaking capacity.

e 360°rotation function available.

A mm 300 350 415 515 625
) B mm 565 875 1115 1270 1560
JT1-04 JT-06 JT-08 JT-10 BIt)73F1 Crushing force ton 9 20 41 70 100
SKHBREE(A) Open width mm 1260 1580 1975 2275 BIt1 7IF2 Crushing force ton 13 30 64 113 145
F&E(B) Close width mm 970 1210 1510 1740 BIt]73F3 Crushing force ton 31 64 157 236 393
mE(C) Height mm 890 1110 1390 1600 THEREH Oil pressure MPa 20-25 20-25 25-28 28-30 28-30
EE(D) Height mm 10860 1325 1660 1910 iEFIEHL Excavator weight  ton 2.4 5-10 1217 18-27 28-38
JRELHESD  Cylinder thrust ton 4 6.5 10.5 13 =g Weight kg 200-300 600-650 1200-1300 1900-2100 2800-3000
T{EEA  Oil pressure MPa 18-21 21-25 21-25 21-25 EREE @ mm 15 20 25 30 35
ERENL Excavator weight ton 5-9 10-16 17-23 24-30 i = mm 6 8 10 ) 16
BHE Weigh kg 350-400 700-800 950-1100 1500-1700 HR = = mm 50 70 100 140 200

10 B EiERIEERNESRABRSRIBMEE , FRARGEFRT | SR FBRTER.

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.

RESERIEEENESRAEEERIAMERD , FRARSAFRS Sl TB2 T8,
The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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HYDRAULIC PULVERIZER

EAMR Application

MERERRE | KEHE. Crush beam columns and concrete building materials.

52 Main features |
o i ALK FIRIANMA00-500f 4R ; e Material Hardox 400-500; high precision; with [
BINT ; TEREFNBUMTNAS—{KIhAE ,  both crush and cut functions. Durable in use. A€

TR, WEHEKR. e 360°rotation function available. \'\.--

o T N3 6 0 IR INAE.

JT-06

A 710 850 930

B mm 1940 2287 2540

C mrm 720 820 910
¥5#E F1 Crushing force ton 65 80 90

IR F2 Crushing force ton 100 130 150
HERE 1 F3 Crushing force ton 150 200 247
TYEEH Oil pressure MPa 25-30 25-30 25-30
iEFRIEHL  Excavator weight ton 12-16 18-27 28-38
HE Weight kg 1300-1400 1800-2000 2000-2100
BNfE @ mm 25 30 35

R 5
HYDRAULIC CAR SCRAP SHEAR

EEES Application

IREESN : DRRIBETE ; IRISNSHETY., Can be used to split scraped car and steel products.
4% Main features

o1 i% FIIEEN M400- 50 07 AR - o Material Hardox 400-500; High precision;

more durable in use.

BINL ; MAREATR ;
o JIRASEE ; alimigitiSa e IheE
o ] 1913 60 e IR T A e 360°rotation function available.

281 Category
A
B
&

e High quality blade. Can snap like a crocodile.

685 760 840

mm 2140 2380 2600

mm 850 945 1040
BIIAF1  Crushing force ton 40 51 60
Bt07IF2  Crushing force ton 105 122 150
T{EEHS Oil pressure MPa 20-25 25-30 25-30
iEHEH  Excavator weight ton 10-16 18-27 28-38
=8 Weight kg 1400-1600  1700-1800 2200-2500

12 BEREIRREEENESRIRESRIEME , FRAHSHARTD , EEIDFBEBTEN.

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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}8353% HYDRAULIC THUMB

ERAMR

WENfE I H ERAIINEE

o —IEZH  BENHIEE A E  MES
o TSR BRERE  REFARFRIRITEM.

Applications

Make buckets much more functional and keep
rocks or other objects from dropping.

Main features

e Easy to install and operate.

e Custom service available.

e Fit several buckets. Supportive tool;
lower the cost and improve the efficiency.

#57l Category Unit JT-02 JT-04 JT-06 JT-08

THEED Oil pressure bar 110-140 120-160 150-170 160-180
T{EifE Operating flow Ipm 30-55 50-100 90-110 100-140
1E B2 Carrier ton 4-6 6-9 12-16 17-23
KEA  LengthA mm 600-1100 800-1400 1200-1500 1400-1700
EER Width mm 200-400 200-400 350-500 400-640
E- Weight kg 150 200 500 650

=LK
THUMB BUCKET

ERMR
BRWIRE TR IR EEREE , SAs TEM.

o FRHA—ALIBEE S} , SAFEHME,
o MiERIIZIT , EMIE , FAERFA.
Application

Demoliting, Scrap handling, Cleaning, Moving, Loading,
Sorting and Organizing materials in order.

Main features

e Advanced integrated bucket for rock handling
and scraps cleaning.

e Abrasion resistant steel, durable in use.

237l Category

hiE4& a8 Rotation angle 360 360 360 360 360

T {EEH Oil pressure bar 80-120 110-140 120-160 150-170 160-180

T Eift & Operating flow Ipm 25-40 30-55 50-100 90-110 100-140

&R 2 Carrier ton 1.5-3 4-6 6-9 12-16 17-23

FF#4A  Open width mm 750 1260 1300 1700 2200

|E  Weight kg 108 263 280 730 1260
BASIBRESENASRFRRER TGN , FRRMBF RS , SIENHFEBTED, 13

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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EE E ﬁ& E %E SILENCED TYPE SIDE TYPE .TOP TYPE ]'j'IE }'2"'?- %5

HYDRAULIC BREAKER EARTH AUGER
EENR .Qf-fg RIS

METTUL R 2% RERE  TRET RIFITAER , AT, 5 | HRBIESME., JRETHE
b IERERY. RS, RE. (@ M. R, REN. PRIV, BIVERTLFIM.

.

s.c *.,%\(*’

TIVEE. RN FN. ¥R
FaisR LAMDIX | Fimiit; 3.0t R R A ETR

T T 2ERINT I EXRBMESRAE 4iZ1HEIE |, ESEFGK.
2. i BESPHEAF—IT—BE ;
3.4F#F: 42CrMo, MgERT 5 ;

4. it R ONOK i,
Application

Application

Earth Auger is a kind of digging machine. Used for tree planting,
pole hole, drilling, photovoltaic pile. It can be mounted on all
common hydraulic excavator as well as mini excavator and other
carrier like skid steer loader, backhoe loader, crane, telescopic
handler, wheel Loader and other machinery.

Used for mining, demolition, construction, quarry.
It can be mounted on all common hydraulic excavator as well as mini excavator
and other carrier like skid steer loader, backhoe loader, crane, telescopic Main features

handler, wheel loader and other machinery. 1. Eaton motor with overflow valve.
2. Aviation standard applied in processing of gear.

3. Wear resistant steel impeller.
4. Reasonable design, high efficiency and longer life time.

Main features

1. Cylinder & valves: prevents scuffing with precision finishing treatment.

2. Piston: every piston tolerance machined perfectly according to each cylinder.
3. Chisel: 42CrMo, exceptional performance and reliability.

4. Seal kit: original NOK.

28 LIGHT TYPE

257l Category | Unit JTB400 JTB450 JTB530 JTB680 JTB750 JTB850 JTB1000

B ER Body weight

& SR (o ) kg 70/72/100  95/95(129  140/150/155  260/343/360  330/405/450  550/633/730  760/866/1007
TFiRE Working flow rate  L/min 20-40 20-40 25-45 36-60 50-90 45-85 80-120
T{EEF Working pressure  Bar 80-120 90-120 90-120 110-140 120-170 127-147 150-170 i JTMINI JT-06S JT-08 JT-08S
IPEZEE Imapct rate bpm 700-1200 700-1200 500-1100 500-900 400-800 400-800 400-650 &ML Excavalor Weight ton 2545 4.56 5.8 13-17 15-17 15-20 17-30
HEBE Hose diatmeter inch 112 112 112 112 112 112 3/4 HUERYT  Measurement mm 200X585  @270X850 @270X850 300X945 ¢300X945  ¢345X1155 9345X1155
SHHER Chisel diameter MM 40 45 53 68 75 85 100 g Weight kg 60 100 152 170 175 265 272
IBERENL suitable carrier fon 0.8-2 1.2-3 2.5-3 3-7 6-9 7-14 10-15 T{EEH Working Pressure bar 205 205 205 205 205 205 205

& MEDIUM TYPE S8 HEAVY TYPE EJ‘CEJJ Max Pressure bar 310 310 310 310 310 310 310

WPRFHSE  Max Torque nm 3760 7300 8240 12300 15200 19800 24920

VSR Body weight 1092 1442 1930 2295 2520 BARE  Max Oil Flow lpm 210 225 225 170 210 210 225
.E%gg;;;g;. e vl kg 1655/1850/1898 1767/2052/2000 2218/2380/2450 2750/3150/2900 3910/4103  4227/4322 4850 HESE{2  Diameter of Oil Pipe G1/2" G1/2" G1/2" G3/4" G3/4" G3/4" G
TAFifit& Working flow rate Limin _ 130-170 150-190 150-230 200-260 210280  280-350  280-350 (9150-250 mm 3m 10m 10m 10m 10m 10m 101
TEEH Working pressure Bar  160-185 165-195 170-200 180-200 180-200 190-210 190-210 g ©300-400 mm am 10m 10m 10m 10m 10m
M Imapct rate bpm _ 400-650 400-800 250-400 250-400 250-350 230-320 230-320 FIRE  450-550 mm 6m 8m 10m 10m 10m 10m
JREERE Hose diatmeter inch 1 1 1 1.1/4 1.1/4 1.1/4 1.1/4 5}2'['{["3& ©600-700 mm 6m 10m 10m 10m 10m
FHTE®R Chisel diameter mm 135 140 155 165 175 180 190 and depth  750-850 mm 10m 10m 10m 10m
iERIZH Suitable carrier ton 18-25 20-30 27-36 30-45 40-50 45.55 50-60 $900-1000 mm 10m 10m 10m
14 ' BERIEREZEINESRARRERIEMED , FRAWSEFARY  SUELNFBBTEM. 15

h(. specifications may vary with different excavators and are subject to change without prior notice for products improvement. The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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8 X
LIFTING FORK

ERANSR

RRITEFNERME. BT, BrEMREeE,

B

BB BRNEAENITRE , RIT @B REEREHFRRT.

Application

Load and unload any goods that in palletizing like building materials,
lawn and fertilizer etc.

Main features

e \Work high above the ground and do things forklift can't do.
e Forging in one fork.

e Custom service available.

33l Category JT-02

BB carrier ton 4-6 6-9 12-16 17-23
FFLA Open width mm 1350 1450 1600 1800
R 5B Fork length mm 1000 1000 1200 1300
RBBEC Fork height C mm 405 405 505 505
=8 Weight kg 160 160 280 350

XA/
LIFTING CLAMP

ERMR Application
RETBEIREE ; Lifting urban construction pipes
SR Application

REARERZITABKERES E, Customize lifing clamp for different size pipes and excavators.

#57l Category Unit JT-08 JT-10 JT-17

IiE¥: FJE Rotation angle 360 360 360
T{EIEF Oil pressure bar 160-200 180-220 200-240
T YEFfE Operating flow Ipm 70-120 80-130 90-140
1EFRZ4 Carrier ton 20-25 30-36 40-50
KEA  length mm AR pri 3Ly FEEIRIT
BEB  Height mm WEREIRTT BT ®EEiIRit
g|EC  Width mm IR riral Ny rirE-kean g

16 B SURREERNESEMERERIBNFL  Fafiidtdths BB STEM.

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.

REF— RFE— GIFHE— JNIANGTU HEAVY INDUSTRY

ib 8% RIPPER

ERNR
ERMSRAEEL, ALEBRENEE
Ml ERIERENRYT |, A BHR

Application
Ripping hard soil such as weathered soil and rocks,tundra etc.

Main features

omi

Abrasion resistant steel and diamond teeth, long service life.

BA {3} Unit JT-17

A mm 1150 1200 1450 1550 1650

B mm 270 400 420 450 580

c mm 550 665 735 820 980

D mm 390 510 600 650 760

E mm 265 335 420 470 580

F mm 65 90 90 10 110
TEE Weight kg 300-400 550-650 600-700 700-850 800-1000
1E B 1EH AT carrier ton 12-15 20-25 25-30 30-45 45-90

e =
RAKE

IEAXR

FILASZINEEa 38 , ATLAGWIREGE.
R

R RIERETT BRI .

Application

Can be used as multi-functional ripper.

Main features

Abrasion resistant steel,long service life.

35| Category

KEA Length mm 800 1000 1300 1500 1700
=EB  Width mm 500 600 1000 1200 1400
BSEA  Height mm 550 700 800 1000 1200
1&F3E# Carrier ton 6-8 10-15 20-25 30-36 40-50
55 Weight kg 100 250 800 1100 1500

B SUEREZENESRAFRRERTEMZE , FafidiafRs A~ B35TEMN.

The specifications may vary with different excavators and are subject to change without prior notice for products improvement.
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